
Number of Coax: 1
RG Type: 6/U
AWG: 18
Stranding: Solid
Conductor Material: BC - Bare Copper
Insulation Material: Gas-injected FHDPE - Foam
High Density Polyethylene
Outer Shield Material Trade Name: Duofoil
Outer Shield Material: Unshielded
Outer Jacket Material: PVC - Polyvinyl Chloride
Plenum (Y/N): N
Nom. Characteristic Impedance: 75 +/- 1.5Ω

Belden 1694A CMR Rated 6G-SDI RG6 Digital Coaxial Video Cable
18AWG
75Ω
High Quality Kings Connectors

Specifications:

1694-B-B
CABLE SERIES

The Laird 1694-B-B series single link BNC cables maximize SDI/HDTV signal transmission
over a single coax cable while minimizing weight and space. The cables terminate with
Kings BNC crimp plugs and Belden's 1694A digital coax cable. Belden's 1694A is a 75
Ohm RG-6, 18 AWG, HD-SDI, CMR rated Coaxial Cable with a Solid Bare Copper
Conductor, PE Insulation, Foil and 95% Tinned Copper Braided Shield in a PVC Jacket.
Available in a variety of lengths and color options.

Features:

Export Information
Country of Origin: USA

US ECCN: EAR99
HTS Code: 8544.42

US Dept. of Commerce CCATS: N.a
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