
Shattuc Data-X 4-Pair CAT6A 24AWG
Suitable for Class 1, Div 1 Hazardous Locations
NEC (UL) type CMX outdoor - CM and CEC C(UL) type CMX
outdoor - CM
Max Voltage: 300V
Terminated with Neutrik etherCON RJ45 TOP Connectors

Shielded Cable Supports Screened Industrial Ethernet/IP, TIA-568-C.2
CAT6/6A
Designed for Data, Lighting Control, & HD Video
UL Approved Cable for Sunlight Resistance & Direct Burial
Meets IEEE 1202 Flame Test
Lockable & Outdoor Protected Neutrik etherCON TOP Connectors

Specifications:

CAT6AXTRM
CABLE SERIES

Laird Ethernet shielded Cat6a cables are designed with Shattuc Indoor/Outdoor Ethernet cable and
are compatible with HDBaseT Ethernet equipment. This Laird cable assembly is terminated with
lockable Neutrik etherCON RJ45 TOP connectors for repeated connections in mobile productions
or harsh environments  Suitable for 10BASE-T, 100BASE-TX (Fast Ethernet), 1000BASE-T /
1000BASE-TX (Gigabit Ethernet) and 10GBASE-T (10-Gigabit Ethernet).  

Features:

Export Information
Country of Origin: USA

US ECCN: EAR99
HTS Code: 8544.42

US Dept. of Commerce CCATS: N.a
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CAT6AXTRM Shattuc SCD6AT CAT6A Shielded Tactical etherCON Cable with RJ45 TOP Connectors


