
Canare BCP-A4:
Three Piece Crimp Type Connectors for use with Standard and
Canare Type Coaxial
MIL-C-39012 Spec with 75 Ohm Performance to Address The
Latest Generation of High Bandwidth Video Equipment
Offers High Return Loss (>26dB) and Low VSWR (+/-1.1), DC to
2GHz
Features Special Elongated Body Handle for Firm Grip and
Extra Finger Comfort
Gold Plated Center Crimp Pins

Canare LV 61S RG59:
Super Flexible 75 Ohm Coax
PE Dielectric
Stranded Center Conductor
Braided Shield

CB-CB
CABLE SERIES

Laird BNC cables featuring super flexible Canare LV-61S RG59 Cable and Canare BNC connectors. Available
in a large variety of lengths and colors.

Export Information
Country of Origin: USA

US ECCN: EAR99
HTS Code: 8544.42

US Dept. of Commerce CCATS: N.a
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Laird CB-CB Canare LV-61S RG59 BNC to BNC Video Cable

Specifications:

Super Flexible, Canare LV-61S easy payout & wrap-up
Tightly Woven Braided Shield
Variety of Matte Finish Jacket Colors
100% Test and Quality Controlled
Excellent Connector Pull Strength
Canare 3-Piece Crimp BNC connectors

Features:


