
ETL Riser Rated CMR Cat 6 Shielded STP Cable:
8 Conductor
23 AWG
Solid BC (Configured as 4 Pairs)
Enhanced 550MHz Bandwidth
ETL Verified to TIA 568-C.2 & ISO/IEC 11801
1000 Mbps Gigabit Ethernet

10 Gig Shielded RJ45 CAT6A Connector:
Max cable OD: 8.5mm/0.335
Max conductor OD: 1.35mm/0.053
UL and RoHS compliant

JackReel F4:
Rear Thumb-Wheel Hub Lock
Ergonomic Carry Handle
Hub Diameter: 6.5"
Outside Hub: 12.5"
Foot Base Width: 10.6"'
Overall Height: 14.3"

Lightweight, Rugged Reel
High Quality Category 6 Cable

PROREEL-CAT6
CABLE SERIES

With a quick adjust thumbwheel brake lock and ergonomic carry handle, the ProReel
Cable Series allows users to quickly deploy cable and conveniently reel it up. This series
features high quality Category 6 cable built into a lightweight and extremely rugged reel
with an RJ45 port. Ideal for long haul media delivery through the use of AV baluns.

Export Information
Country of Origin: USA

US ECCN: EAR99
HTS Code: 8544.42

US Dept. of Commerce CCATS: N.a
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Laird PROREEL-CAT6 ProReel Series Shielded Category 6 Integrated Cable Reel w/
Built-In RJ45 Jack in Hub

Features:

Specifications:


